*******************************************************

pptp server設定 
http://raspberrypihelp.net/raspberry-pi-pptp-vpn-server/
https://www.linuxbabe.com/linux-server/setup-your-own-pptp-vpn-server-on-debian-ubuntu-centos
sudo nano /etc/rc.local
#sudo iptables -t nat -A POSTROUTING -s 192.168.0.234/24 -o eth0 -j SNAT --to IPADRESOFYOURRASPBERRYPI

sudo iptables -t nat -A POSTROUTING -s 192.168.1.0/24 -o eth0 -j MASQUERADE
目前是用以下
# pptp用
sudo iptables -t nat -A POSTROUTING -s 172.18.100.0/24 -o ppp0 -j MASQUERADE
sudo iptables -A INPUT -p tcp --dport 47 -j ACCEPT
sudo iptables -A INPUT -p gre -j ACCEPT
# Wireless AP 用
sudo iptables -t nat -A POSTROUTING -o ppp0 -j MASQUERADE
sudo iptables -A FORWARD -i ppp0 -o wlan0 -m state --state RELATED,ESTABLISHED $
sudo iptables -A FORWARD -i wlan0 -o ppp0 -j ACCEPT
iptables-restore < /etc/iptables.ipv4.nat
exit 0
If you have Systemd on your server, then enable pptpd service on system boot:
sudo systemctl enable pptpd
以下是自動啟動
sudo ln -s /etc/init.d/pptpd /etc/rc2.d/S16pptpd
sudo systemctl enable pptpd
